
SS-CWNSeries-0621

•  Color-coded weight tolerance zones: ⅛, ¼, and 
½ ounce zones

•  Easy-to-read 30° tilted dial

•  Checkweighing, portion control, 
batch, and basic weighing

•  Fine-point indicator for accuracy

•  3-year warranty

CW(N) Series     Portion Control Scales 

MECHANICAL PORTION 
CONTROL SCALES

Dimensions

Rotating 
dial chart 

Air dashpot 
included on all 
CW(N) models 

for faster weight 
readings

Optional carrying handle 

Optional spider and 
bowl assembly

Zero-setting 
mechanism

    MODEL CW(N) SERIES

Capacity
CW(N) 1K/SS 
CW(N) 2/SS 
CW(N) 5/SS

1000g x 5g 
2lb x 1/8oz 
5lb x 1/2oz

Weighing System Temperature compensated spring mechanism
Platform  7.5in x 7.5in (191mm x 191mm) stainless steel, removable
Operating Temperatures 14°F ~ 104°F ( -10°C ~ 40°C)
Housing Material Stainless steel
Functions    Basic weighing, checkweighing, portion control, batching

Options

Carrying handle 
2.5qt (10in) stainless-steel fl at bowl and spider assembly 

4.2qt (11in) stainless-steel bowl 
2.5qt (10in) stainless-steel fl at bowl
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